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LUKOIL GENESIS SPECIAL RACING 10W-60 
 

fully synthetic high performance top level engine oil 
 

APPROVALS 
 

MEETS REQUIREMENTS 
ACEA A3/B4 
API SL  
Fiat 9.555.35-H3 

 

PRODUCT DESCRIPTION 
LUKOIL GENESIS SPECIAL RACING 10W-60 is 
a fully synthetic high performance top level engine oil. 
Specially developed for 4-stroke-engines operating 
under extremely severe conditions of racing 
competitions, it offers optimum lubrication even at 
highest engine revolutions and maximum 
temperatures.  

LUKOIL GENESIS SPECIAL RACING 10W-60 
provide optimum lubrication even at highest engine 
revolutions and maximum temperatures, allows 
maximum engine output and protects against wear. 

LUKOIL GENESIS SPECIAL RACING 10W-60 
prevents the formation of black sludge and guarantees 
that the engine stays clean. 

LUKOIL GENESIS SPECIAL RACING 10W-60 
maximum resistance against oxidation allows highest 
oil temperatures. 

LUKOIL GENESIS SPECIAL RACING 10W-60 
offers excellent oil film stability and optimal lubrication 
at extremely high engine revolutions. 

LUKOIL GENESIS SPECIAL RACING 10W-60 is 
suitable for use in highest performance engines and 
meets the demands of professional racing 
competitions. 

 APPLICATION 
LUKOIL GENESIS SPECIAL RACING 10W-60 is a 
special developed product for 4-stroke-engines operating 
under extremely severe conditions of racing competitions 

 

TYPICAL TEST DATA 
PROPERTY Units Test 

methods LUKOIL GENESIS SPECIAL RACING 10W-60 

Density/15°C kg/m3 DIN 51575 867 
Flash point COC °C ISO 2592 250 
Viscosity class --- SAE J 300 10W-60 
Viscosity/40°C mm²/s DIN 51562/T1 126.9 
Viscosity/100°C mm²/s DIN 51562/T1 22.2 
Viscosity index --- DIN ISO 2909 204 
Pour point   °C DIN ISO 3016 <-36 

The information given in the typical data does not constitute a specification but is an indication based on current production and can be 
affected by allowable production tolerances. The right to make modifications is reserved by OOO “LLK-International” 
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